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NOT TO SCALE

ITS DETAILS
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NOTES:

SECTION B-B

SECTION A-AATTACHMENT TO CONCRETE ENCASED STEEL GIRDER ATTACHMENT TO STEEL GIRDER

ATTACHMENT TO PRESTRESSED CONCRETE BEAM

TYPICAL EXPOSED CONDUIT ATTACHMENTS

1. POSITION CONDUIT, HANGER RODS AND PLATES  SO THAT ALL 
PORTIONS REMAIN ABOVE BOTTOM OF LOWER GIRDER FLANGE ALONG 
ENTIRE LENGTH OF BRIDGE.
 

2. PRIOR TO CORING INTO BEAMS, FIELD VERIFY THE EXACT LOCATION OF 
THE REINFORCEMENT AND PRESTRESSING STRANDS WITH A 
TACHOMETER AND EXERCISE EXTREME CAUTION DURING DRILLING AND 
INSTALLATION OF FASTENERS AT PRESTRESSED CONCRETE BEAMS, 
PARTICULARLY WITH RESPECT TO THE DEPTH OF INSTALLATION.

PLATE  9" X 9" X 3/4 "

 7/8 " DIA. HOLE FOR
 3/4 " DIA. A325 BOLT

(TYP.)

 5/16 " DIA. HOLE (TYP.)

6- 1/4 " DIA. HILTI KWIK
BOLT II SYSTEM WITH

1 1/8 " EMBEDMENT,
MINIMUM PULLOUT

CAPACITY = 500 lbs.

PLATE  9" X 9" X  3/4 " (TYP.)

SPACER TUBE (TYP.)

PLATE  9" X 9" X  3/4 " (TYP.)

SPACER TUBE (TYP.)SAWCUT EDGES  1/2 "
DEEP AND REMOVE

EXISTING CONCRETE
ENCASEMENT (TYP.)

FIELD DRILL 2 - 7/8 " DIA.
HOLES FOR  3/4 " DIA.

A325 BOLTS

 1/2 " MIN. CLR. (TYP. ALL SIDES)

2 - 3/4 " DIA. A325
BOLTS (TYP.)

1 1/8 " EMBEDMENT LENGTH
IN PRESTRESSED CONCRETE
BEAM (TYP.) (SEE NOTE 2)

{ FASCIA BEAM

 1/2 " CLR TO STRAND (TYP.)

 1/2 " X 3" GALVANIZED
STEEL PLATE

SPACER TUBE (TYP.)

{ INTERIOR BEAM

EXISTING MILD
STEEL REINFORCING
(TYP. EACH GIRDER)

(SEE NOTE 2)

 1/2 " X 3" GALVANIZED
STEEL PLATE 

 3/4 " DIA. THREADED STEEL
HANGER RODS, NUTS AND
WASHERS, STAINLESS STEEL
(TYP.)

{ FIRST INTERIOR 
STEEL GIRDER

W8 X 40 (LEVEL)

W8 X 40 (LEVEL)

 1/2 " X 3" GALVANIZED
STEEL PLATE 

 3/4 " DIA. THREADED STEEL
HANGER RODS, NUTS AND
WASHERS, STAINLESS STEEL
(TYP.){ FIRST INTERIOR CONCRETE

ENCASED STEEL GIRDER

W8 X 40 
(LEVEL)

 7/8 " X 1 1/4 " LONG
SLOTTED HOLE IN
WEB OF W8 X 40

WITH  7/8 " DIA. HOLE IN
L 4" X 4" X  3/8 "

EXISTING
PRESTRESSED

CONCRETE BEAM
(TYP.)

 3/4 " DIA. THREADED STEEL
HANGER RODS, NUTS, &
WASHERS, GALVANIZED 

EXISTING STRAND PATTERN
(TYP. EACH BEAM)

CONCRETE PARAPET

2- L 4" x 4" x  3/8 " 

FIELD DRILL 2 -  7/8 " DIA.
HOLES FOR  3/4 " DIA.

A325 BOLTS

CONCRETE DECK

CONCRETE DECK

CONCRETE DECK

{ RMC

{ RMC

{ RMC

2" (TYP.)

5"

6 1/2 "
1 1/4 "
(TYP.)

1 1/2 "

3"

3"

1 1/2 "

.

1 1/2 "

 3/4 " CLR.

1 1/2 "
(TYP.)

1’-6"
MAX.

 1/2 " CLR.
(TYP.)

FASCIA
BAY

1 1/2 "

 3/4 " CLR.

1 1/2 "
(TYP.)

1’-6"
MAX.

 1/2 " CLR.
(TYP.)

FASCIA
BAY

 1/2 " CLR.

1 1/2 " (TYP.)

 3/4 " CLR.

1’-6" MAX.

1" COVER
(TYP.)

5"
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